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Hardware Features Map

Front

Q Configurable LEDs Colors
based on event, time, etc. @

(Visual cues for successful/

unsuccessful verification, access

granted/denied, place finger @
and place card)

9 Field Replaceable Fingerprint @
Sensor

© Blue LED Power Indicator

Q Card Reader (Prox, iClass,
or MIFARE/DESfire)

2.5” QVGA Color LCD with
customizable wallpaper,
slideshows and audio

© Four Programmable
Function Keys
(with function names beside
keys on menu display)

© Blue LED Backlit Keypad

© Multi Directional Menu @

Navigation Keys @

Back
© Wireless LAN (Internal)

@ Power for Device

@ Power over Ethernet (POE) @

@ Wiegand
3 General Purpose Inputs
3 General Purpose Outputs

@ USB Memory Port (Bottom) @




V-Station"4G
Product Specifications

Dimensions

Length 6.27" (159 mm)
Width 6.47" (165 mm)
Depth 3.24" (82 mm)

Communications

Networking Options: LAN, WAN, RS485, Optional Wireless LAN
PC Connection: USB, RS232

External Media USB memory
Input / Outputs Wiegand (Customizable format up to 254 bits)

3 General Purpose Inputs

3 General Purpose Outputs (Extendable to 6 outputs)
Fingerprint Sensor Options Secugen Optical, UPEK TCS1, UPEK TCS2 (all 500 dpi)

Internal Card Reader Options

Prox, iClass, MIFARE/DESFire

Template Storage Capacity 100,000 per unit for 1:1 verification

10,000 per unit in 1:N identification (Standard)

50,000* per unit in 1:N identification (Optional)
Transaction Log Capacity 1 Million transaction logs stored on device
Authentication Modes V-Station 4G (Base)
(Configurable to address * Finger Only
changing threat levels) « Finger +PIN

* PIN Only

* Card or PIN + Finger (with an external reader)

V-Station 4G (Prox)
® Prox Card + Finger
* Prox Card Only
* Finger Only
* Finger + PIN
* PIN Only
* Prox Card + PIN + Finger

V-Station 4G (Smart Card)
* Smart Card + Finger
* Smart Card + Finger + PIN

Template Support Bioscrypt Pattern and Minutia
Power over Ethemet (POE) Standard
Display 2.5" QVGA Color LCD
Keypad 3x4 Backlit Keypad (Blue)
4 Programmable Function Keys for Time & Attendance
Multi Directional Mavigation Keys
Voltage 12 -24VDC
Current Draw 500 mA, 0.5 amps @ 12 VDC
Power Indicator LED indicator (Blue)
Integrated Door Relay Deadbolt, electromagnetic (EM) lock, door strike, automatic door
Mounting Flush mount with quick-tilt top design & field replaceable sensors for easy maintenance
Operating Temperature 32°- 140°F (0° - 60°C)

Approvals and Certifications

FCC, CE , R&TTE, RoHS

Administration Software Options

Works with SecureAdmin™ software or SecureSDK™

“Enabled with binning
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